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PPR170H, Combines convenience and versatility with 
high-efficiency HEPA13 filter cartridge.

Delivering a certified HEPA13 Filtration down to 0.3 
microns at 99.97% efficiency.

Compact & Convenient
Great Features for the Toughest Cleaning
Powerful Cleaning
Easy, Clean & Safe Emptying
Handy Cable Replacement
HEPA13 Filter Cartridge
Triple-layer HepaFlo Filter Bag

ProVac RangeProVac Range
Name PPR170H
Reference 912412 (UK)
EAN code 05028965811825
Reference 912599 (UK)
EAN code 05028965813669
Power supply
Power supply type 230v AC 50/60Hz
Rated Motor Power 620W
Protection class Class II
Airflow Motor only 48 L/sec
Max Sealed Suction H20 2300mm
Sound Pressure LpA ≤ 70 dB 
Sound Power 72 dB(A)
Cable length 12.5m
Cleaning Range 31.4m
Cable Type HO5V2V2-F
NUPLUG system YES
Capacity / Weight Size
Drum Capacity 7.2L
Weight (Ready to Work) 9.32kg
Packed Weight N/A
Width 360mm
Length 370mm
Height 390mm
Filtration
907044 H13 Filter Replacement
907073 TriTex Filter

907075 NVM-1CH Hepa Dust Bags 
Pack of 10

Kit ASO (2.2C)
915909 2.2m FloMax Conical Hose
601052 Stainless Steel Bend Tube
601008 Stainless Steel Extension Tube
912358 280mm ProFlo Combination Floor Tool
909564 Handy Kit
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Certified HEPA13 Filtration


